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IMPORTANT SAFETY INSTRUCTIONS:  This equipment is intended to be installed by qualified personnel.  The installation 

must be made in accordance with the current edition of the National Electric Code, and all applicable state and local building codes.  
The final installation must be approved by the appropriate, qualified, electrical/building inspector(s).  Improper Installation may 
result in a risk of fire or electrical shock hazard.  The instructions provided herein are made available for reference when installing 
the PF Series Heavy Duty Floodlight.  If any portion of these installation instructions is unclear then do not proceed with the 
installation and contact an EYE Lighting Representative at 1-888-665-2677.  

  XXX= UNV-120-277V or UNH-347/480V  Y = (N-Non-Dimming or D-Dimmable) 

 

READ AND FOLLOW ALL SAFETY INSTRUCTIONS BEFORE STARTING INSTALLATION 
CAUTION 

 DANGER – RISK OF SHOCK- DISCONNECT POWER BEFORE INSTALLING or SERVICING LUMINAIRE. 

 Luminaire installation and servicing shall only be performed by qualified personnel.    

 This product uses an input 120-277v AC driver with universal wide range voltage.  

 Make sure the supply voltage is the same as the rated luminaire voltage. 

 Mounting surface must be specified to properly support the weight of the luminaire 

 Do not install in hazardous environment. 

 Do not operate in ambient temperatures above those indicated on the luminaire label.  

 Use UL listed wire rated for at least 90
°
C for supply connections. 

 Allow sufficient cool-down time prior to handling and/or servicing luminaire. 

 Failure to provide proper luminaire grounding may result in serious personal injury.    
 

 
 

DO NOT OPPERATE 
IF CRACKED OR BROKEN 

 
 
 
 

 
 
 

                                                          
 
         28W                          50W and 78W                                      100W 

Item Base Model Input Voltage 
Power 
Factor 

Watt 
Input Current 

(@120 Vac) 
Weight 

A  WDP-L2-740-W-XXX-Y-DB 
 

UNV = 120-277Vac 
UNH = 347/480Vac 
(via transformer) 

≥ 0.98 

28W .229A 5.07b /2.3kg 

B 
WPD-L5-740-W-XXX-Y-DB 
 

50W .421A  14.33lb/6.5Kg 

C 
WPD-L8-740-W-XXX-Y-DB 
 

78W .657A 14.33lb/6.5Kg 

D 
WPD-L11-740-W-XXX-Y-DB 
 

100W .857A 19.8lb/8.98Kg 

IF GLASS IS CRACKED OR BROKEN DO NOT OPPERATE -  CONTACT MANUFACTURER  



 
 

 
 

MOUNTING INSTRUCTIONS:

1. Loosen Allen screw on side of fixture and adjust angle to gain 

access to back box door. Screws will remain in place (FIG. 1)

2. Unscrew side fixture screw to remove door from back box. Refer 

to  (FIG. 3-W). Confirm junction box size PRIOR to removing the 

gasket material for the application. ONLY remove the gasket material 

needed for the installation. Mount back box to junction box via 

supplied hardware or lag mount. Utilize any junction box pairings for 

lag mount. Lag mount hardware provided by others (FIG. 

3. Knock out appropriate Slots when mounting to junction box (not 

supplied) or lag bolt to mounting surface using location noted below  

(FIG. 4)

4. Feed supply wires through Junction Box (not supplied). Check that 

the Gasket is fully sealed (FIG. 4)

5. Secure door in lock hinges located at the left or right of the box 

just like illumination. (FIG. 2) Loosen four front screws in order to 

connect with the junction box. All electrical connections must remain 

inside back box. Secure any lose wires to harness prior to closing and 

securing door. Tighten door screw to seal fixture

A-A 4’’ SQUARE BOX E-E 4’’ ROUND BOX

B-B 4’’ OCTAGONAL BOX F-F 2 3/4 HOLE PATTERN

C-C 3 ½ SQUARE/OCTAGON BOX G-G SINGLE GANG

D-D MASONRY BOX

JUNCTION BOX MOUNTING GUIDE: (FIG. 3)

FIXTURE IS SUITABLE FOR WET LOCATION FIGURE 4

FIGURE 1 FIGURE 2

FIGURE 3
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ON-OFF WIRING METHOD:
Universal voltage driver permits operation at 120V through 277V, 50 or 
60 Hz. Units ordered with (480V) suffix are 480V, 60Hz. For Non-Dimming, 
follow the wiring directions as in FIG. 

1. Connect the GROUND wire from fixture to supply ground
2.  Connect the white fixture lead to the (-) COMMON supply lead

3. Connect the black fixture lead to the (+) LINE supply lead
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0-10V DIMMABLE WIRING METHOD:
Universal voltage driver permits operation at 120V through 277V, 50 or 60 
Hz. For 0-10V Dimming, follow the wiring directions as in figure 

1. Connect the GROUND wire from fixture to supply ground

2. Connect the white fixture lead to the (-) COMMON supply lead

3. Connect the black fixture lead to the (+) LINE supply lead 

4. Connect the purple fixture lead to the (V+) DIM lead

5. Connect the gray fixture lead to the (V-) DIM lead

 

Cap the yellow fixture lead, if present. DO NOT connect
FIGURE 
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6.

Installation Wiring Instructions: 
1. Connect the white (common) lead to the splicing connector 5 pole. 

2. Connect the black (hot) lead to the splicing connector 3 pole. 

3. Connect the green (ground) lead to the splicing connector 3 pole. 

4. Connect the test switch and the out put from driver 2 to the receptacles on the side of the emergency driver (1). 

5. Allow 32 hours charging time before the emergency switch can be tested.5.Allow 3 minutes after covering the photocell 

for the circuit to be interrupted. 

WPD 50W & 78W with EM and PC 

WPD 50W & 78W with EM and  NO PC 

Installation Wiring Instructions 
1. Connect the white (common) lead to the splicing connector 3 pole. 
2. Connect the black (hot) lead to the splicing connector 5 pole.  
3. Connect the green (ground) lead to the splicing connector 3 pole. 
4. Connect the test switch and the out put from driver 2 to the receptacles  
5. On the side of the emergency driver (1) 

 
Wiring Emergency (EM) Battery Back Up 
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5
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WPD 100W  with EM and PC 

Installation Wiring Instructions 
1. Connect the white (common) lead to the splicing connector 5 pole. 
2. Connect the black (hot) lead to the splicing connector 3 pole. 
3. Connect the green (ground) lead to the splicing connector 3 pole. 
4. Connect the test switch and the out put from driver 3 to the receptacles  
5. On the side of the emergency driver (1).Allow 32 hours charging time before the emergency switch can be tested. 
6.     Allow 3 minutes after covering the photocell for the circuit to be interrupted. 
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TROUBLESHOOTING:

1. Check that the line voltage at fixture is correct
2. Is there voltage at the lamp fixture wires? If there is no voltage, check 

all connections
3. Ensure that the fixture is grounded properly 

 
Do not install damaged luminaire equipment. Contact EYE Lighting, and return for inspection and repair. 

 Modifications to the device or changes of its design are not permitted. 

 The equipment must be operated according to the intended purpose in an undamaged condition. 

EYE Lighting will not be responsible for claims arising from improper or careless installation or handling of luminaires. 

**Retain a copy of these instructions**                          

 EQS3770   r1 10_2016

WPD 100W  with EM and NO  PC 

Installation Wiring Instructions 
1. Connect the white (common) lead to the splicing connector 3 pole. 
2. Connect the black (hot) lead to the splicing connector 3 pole. 
3. Connect the green (ground) lead to the splicing connector 3 pole. 
4. Connect the test switch and the out put from driver 3 to the receptacles 
5. On the side of the emergency driver (1) 


